
Practice 

Code
Practice Name Scenario Unit Type

Unit Payment 

Rate
Payment Cap

Livestock 

Practice

328 Conservation Crop Rotation Add Small Grain AC $77  $3,850

340 Cover Crop Grass or Cereal Grains AC $37  $18,500

342 Critical Area Planting Grass/Legume Mix‐Normal Tillage AC $281 

342 Critical Area Planting
Grass/Legume Mix‐Moderate 

Grading
AC $829 

362 Diversion Diversion ‐Small (<2CY/FT) FT $2.40 

412 Grassed Waterway <35' Top Width AC $2,554 

412 Grassed Waterway 35'‐55' Top Width AC $2,702 

412 Grassed Waterway >55' Top Width AC $3,289 

Use this scenario as the seeding component in support of practices such as Grassed Waterway.

Eligible for up to three payments. Payment cap is per year.

Rotation cannot include back‐to‐back low residue crops without a cover crop.

Low residue crops include soybeans, wheat or other small grain with stubble removed (<8 in), corn silage, etc.

To be eligible for payment, adoption of this practice must result in an additional crop added to the rotation.

Payment only eligible for the year in the rotation where the new crop is planted or established and only on the acres where the additional 

crop(s) are planted. Payment cap is per year in a contract.

Tillage system must meet (329) Residue and Tillage Management ‐ No‐Till/Strip Till or (345) Residue and Tillage Management Modified No‐Till 

each year except when terminating a perennial sod.

Any cover crop mix that meets the 340 Standard is eligible for payment. If the cover crop is planned to be grazed, follow the technical 

requirements (seed rates, etc.) under 512 Forage and Biomass planting.

The cover crop can not be harvested for grain or seed. 

Straight pipe structure. Unit is based on feet of pipe length.

Cubic yards is volume of concrete needed for structure.

Square feet unit equals feet of weir X drop height.

Includes aluminum toe wall drop structures. Square feet unit equals feet of weir X drop height.

Square feet units is calculated by multiplying weir length X barrel length. (Example: 36 IN diameter riser with 40 FT barrel  (pipe) is 3' X 3.14 X 

40' = 377 SQ FT)

Cubic yards for grouted and non‐grouted chute based on riprap only and does not include bedding. Convert tons to CY by dividing by 1.5 (1 CY = 

1.5 Tons rip rap)

(412) Grassed Waterway no longer includes the cost of seeding. Schedule (342) Critical Area Planting as the seeding component.
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Practice 

Code
Practice Name Scenario Unit Type

Unit Payment 

Rate
Payment Cap

Livestock 

Practice

595 Integrated Pest Management IPM Small Farm 1 RC EA $441 

430 Irrigation Pipeline Micro Irrigation Pipeline FT $2.13 

436 Irrigation Reservoir Underground Tank GAL $1.30 

441 Irrigation System, Micro Irrigation
Specialty Crop Micro irrigation 

System
AC $1,814.00  $9,070

590 Nutrient Management
Specialty Crop Nutrient 

Management
EA $1,332 

533 Pumping Plant Livestock Water Deep Well Pump NO $1,034  Y

533 Pumping Plant Pump with Sump NO $2,663  Y

533 Pumping Plant
Livestock Water Deep Well Pump 

(>25FT) with Large Pump House
NO $2,605  Y

533 Pumping Plant Solar NO $2,490  Y

533 Pumping Plant Micro Irrigation Pump NO $549  Y

This scenario is eligible for truck crops, orchards and other specialty crops, (including organic) are grown and the operation size is generally 120 

acres or less. 

If the operation is greater than 120 acres, consider scheduling 590 Basic Nutrient Management in lieu of this scenario.

The conservation plan must also include Irrigation Water Management 449.

Backflow prevention device must be scheduled under (587) Structure for Water Control‐Flap gate, ≤15"

Eligible for up to three payments.

Payment is for the Technical Assistance to develop an integrated pest management conservation activity plan (additional TSP TA payments are 

not eligible).

Only eligible if 441 Irrigation System, Micro Irrigation is scheduled in the contract.

Payment is for upgrading existing systems to make them more energy and/or water efficient. Payment cap applies per system.

The need for upgrading the existing system to be more energy and/or water efficient must be identified in an Irrigation Water Management 

Plan meeting the 118 standard prior to receiving payment.

The 590 plan must be developed prior to the practice implementation. Cost of hiring a TSP to write, deliver and assist in updating the plan for 

each year is included in the per acre payment. TSP TA funds are no longer eligible for payment for new 590.

Eligible for up to three payments.

Integrated Pest Management (IPM) techniques will include monitoring and forecasting, reduced‐risk pesticides, reduced technology, cultural 

control and biologically based control, as applicable, for the crop to be grown.

Eligible for up to three payments per contract.

Pest Management Plan must be developed prior to the practice implementation. Cost of hiring a TSP to write, deliver and assist in completing 

TSP TA checklists is included in the payment. TSP TA funds are no longer eligible for payment for new 595.

Small Farm scenario only applies to acreages where the applicable Field, Fruit/Veg or Orchard payment would be less for the total acres than 

the Small Farm scenario total. 

Follow all pesticide label setbacks (as applicable for water bodies, properties and other environmentally sensitive areas) for herbicides, 

insecticides, and fungicides.

Follow IPM principles (e.g. scouting , pest identification, field history, treatment threshold) for all pesticide applications.

Schedule (558) Roof Runoff Structure, (533) Pumping Plant and (430) Irrigation Pipeline as needed.

(436) Irrigation Reservoir is eligible to be used to collect runoff from existing structures and from new structures in an EQIP contract. 
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Practice 

Code
Practice Name Scenario Unit Type

Unit Payment 

Rate
Payment Cap

Livestock 

Practice

345
Residue and Tillage Management 

Mulch Till
Mulch Till Basic AC $20  $10,000

329
Residue and Tillage Management, 

No Till/Strip Till
No Till/Strip Till AC $24  $12,000

558 Roof Runoff Structure Roof Gutter Small FT $7.34  $14,680 Y

558 Roof Runoff Structure Rock Trench Drain FT $7.00  $14,000 Y

Examples of high residue crops include: Corn (grain), Millet, Milo, Oats, Popcorn, Rye, Sorghum, Sorghum‐Sudan Grass Hybrid, Triticale and 

Wheat.

Must develop Nutrient Management (590) and Pest Management (595) plans that are specific for a No Till system and have any component 

critical to the success of the system implemented the Autumn prior to the implementation of No Till. 

Examples of high residue crops include: Corn (grain), Millet, Milo, Oats, Popcorn, Rye, Sorghum, Sorghum‐Sudan Grass Hybrid, Triticale and 

Wheat.

The crop rotation for the contract period must include at least two years of a No Till high residue crop.

345 may only precede 329 in a contract where 345 is used as a transition from conventional tillage to 329.

Must develop Nutrient Management (590) and Pest Management (595) plans that are specific for a Mulch Till system and have any component 

critical to the success of the system implemented the Autumn prior to the implementation of Mulch Till. 

This is to address issues that may limit the success of Mulch Till implementation. Payments will be provided for Nutrient and Pest Management 

practices as well if requirements are met.

Must meet the Additional Criteria to Maintain or Improve Soil Quality in the 345 standard (use of "Indiana modified no‐till" equipment that 

will result in a STIR rating of less than 30) to receive payment.

A STIR rating of less than 20 must be documented to receive this payment.

345 can only precede 329 in a contract where 345 is used as a transition from conventional tillage to 329.

Eligible for up to three payments per contract. Payment cap is per year.

Agronomy Tech Notes 1‐4 are references for this practice at: http://www.in.nrcs.usda.gov/intranet/TechnicalNotes/technicalnotes.html

Eligible for only one payment per contract.

This is the only case in which both 345 and 329 can be used on one contract.

This is to address issues that may limit the success of No Till implementation. Payments will be provided for Nutrient and Pest Management 

practices as well if requirements are met.

If a contract contains 345 and 329 as a way to transition, the total amount of payment may not exceed three for any combination of 345 and 

329.

Applicant must have no‐tilled for no more than 5 consecutive years in order to be eligible for payment based on the Indiana NRCS 329 Practice 

Standard.

This practice must be applied to the same acres all three years in which payments are made.

Add (620) Underground Outlet as a component of this practice as needed. Payment cap applies per gutter system.

If a contract contains 345 and 329 as a way to transition, the total amount of payment may not exceed three when combined with 329. This is 

the only case in which both 345 and 329 can be used on one contract.

The crop rotation for the contract period must include at least two years of a mulch till high residue crop.

Applicant must have mulch tilled/modified no tilled and/or no tilled for no more than 5 consecutive years in order to be eligible for payment. 
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Practice 

Code
Practice Name Scenario Unit Type

Unit Payment 

Rate
Payment Cap

Livestock 

Practice

798
Seasonal High Tunnel System for 

Crops
Seasonal High Tunnel SQ FT $2.83 

606 Subsurface Drain ≤5" CPP FT $1.59 

606 Subsurface Drain 6" CPP FT $1.85 

606 Subsurface Drain 8" CPP FT $2.55 

606 Subsurface Drain 10" CPP FT $3.84 

606 Subsurface Drain 12" CPP FT $4.60 

606 Subsurface Drain ≥ 15" CPP FT $7.45 

620 Underground Outlet UGO ≤5" Diameter Pipe with Risers FT $2.22 

620 Underground Outlet UGO 6" Diameter Pipe with Risers FT $2.47 

620 Underground Outlet UGO8" Diameter Pipe with Risers FT $3.37 

620 Underground Outlet UGO 10" Diameter Pipe with Risers FT $6.60 

620 Underground Outlet UGO 12" Diameter Pipe with Risers FT $8.90 

620 Underground Outlet Trickle Flow Collector FT $40 

High tunnels may be planned to be in a fixed location or planned to be portable meaning rotated within or among eligible land under control of 

the participant.

Payment is not to exceed the payment on the other EQIP practice that 620 is supporting.

Planners must document which type of high tunnel the participant plans to install (fixed or portable) in the conservation plan with the 

appropriate conservation practice narrative.

This is an extent limit permitted under 515.72 D (3) as opposed to a payment cap. The extent limit is in effect for a producer/operation for the 

time until 798 is no longer a interim practice standard.

Permanently raised beds may be installed to improve soil condition, fertility, and agri‐ability access. 798 is ineligible for crops not grown in the 

natural soil profile (i.e. tables/benches, portable pots, etc.).

Exception: Where an existing tile crosses a Grassed Waterway or Diversion and needs to be replaced, payment will be for replacement of the 

existing tile for the width of the waterway, but diameters greater than 15" will be paid at the 15" rate.

It is not permissible (under 515.81 D (4)) to move the high tunnel during the contract period to land that is not in the contract for 798 at the 

time of obligation.

Though payment is limited to 2178 SQ FT, participants may install more high tunnels or may have high tunnels already installed. In all cases, 

supporting practices for high tunnels should be scheduled where needed to treat resource concerns.

This practice applies only to cropland where extension of the growing season is needed due to climate conditions and crops can be grown in the 

natural soil profile. 

Maximum size allowed per participant/operation for a 798 Seasonal High Tunnel payment is  2178 SQ FT. One or two high tunnels can be 

scheduled for payment up to the maximum SQ FT limit of 2178 or 0.05 acres.

Diameters greater than 12 inches will be paid at the 12 inch diameter rate.

Payment is not to exceed the payment on the other EQIP practice that 606 is supporting.

620 is paid only as a supporting practice to another practice. (i.e. 620 Blind Inlet, 558 Roof Runoff etc.)

In conjunction with a Grassed Waterway or Diversion, payment is limited to payment rate of 8" tile.

606 is paid only as a supporting practice to another EQIP practice.
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